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IP-A1 Series

• 124 dB with IP66 rating for outdoor installations
• Receive SIP audio, ONVIF* audio and multicast audio
• API for HTTP command reception
• Local broadcast using internal audio files
• Different playback programs (repeat, duration, weekly timer) 
• 15 W built-in amplifier
• 2 control inputs and 1 control output
• PoE+/PoE-powered

• 16 cm (6”) cone-type speaker for in-ceiling installations
• Receive SIP audio, ONVIF* audio and multicast audio
• API for HTTP command reception
• Local broadcast using internal audio files
• Different playback programs (repeat, duration, weekly timer) 
• 8 W built-in amplifier
• 2 control inputs and 1 control output
• PoE-powered

Specifications IP-A1SC15 IP-A1PC238
Power source PoE+ / PoE PoE

Power consumption
22 W (PoE+-powered, rated output)
13 W (PoE-powered, rated output)
5 W (IEC62368-1)

12.95 W (rated output)
5 W (IEC62368-1)

Rated output 15 W (PoE+-powered), 8 W (PoE-powered) 8 W 

Sensitivity (1 W, 1 m) 112 dB 94 dB

Max. SPL (1 m) 124 dB (15 W), 121 dB (8 W) 103 dB (8 W)

Speaker component - 16 cm (6") cone-type 

Speaker mounting method - Spring clamp

Frequency response 280 Hz – 12.5 kHz 60 Hz – 20 kHz

Audio codecs PCMU (G.711u), PCMA (G.711a), G.722 

Multicast channels 20 ports

Internal messages Max. 20 messages (max. recording capacity: 80 MB), supported file formats: WAV/MP3

Network I/F 100BASE-TX, Auto MDI/MDI-X, RJ-45 connector 

Network protocols TCP/IP, UDP, HTTP, RTP, RTSP, RTCP, ARP, ICMP, IGMPv3, NTP, SIP (RFC3261) 

Control inputs 2 channels, no-voltage make contact inputs

Control outputs 1 channel, open collector output

Dust / water protection IP66 -

Operating temperature −30 °C to +55 °C (−22 °F to 131 °F) 0 °C to +50 °C (32 °F to 122 °F)

Dimensions 222 x 211 x 276 mm (8.74" x 8.31" x 10.87") (W x H x D) 230 x 89 mm (9.06" x 3.5") (Ø x D) 

Finish Aluminium, ABS resin, PC resin, Stainless steel, off-white (RAL 9010 or 
equivalent) Steel plate, Steel net, traffic white (RAL 9016 or equivalent)

Weight 1.4 kg (3.09 lb) 880 g (1.94 lb)

IP Horn Speaker IP Ceiling Speaker
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IP-A1 Series APPLICATION EXAMPLES
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IP-A1 Series

• Gooseneck microphone with LED indicator
• LCD with 50 virtual keys
• Paging via SIP or multicast
• API for HTTP command reception
• Transmission of entire sets of HTTP commands
• Scheduler function
• Storage for prerecorded and manually recorded messages
• System mute function to mute all IP-A1 series devices in the 

network
• 1 AUX audio input (line/mic) for local audio sources
• 2 control inputs and 1 control output
• PoE-powered

Specifications IP-A1RM IP-A1MP
Power source PoE Phantom power (9 V - 26 V DC)

Power consumption 3.5 W 8 mA or less (at 12 V DC)

Audio codec PCMU (G.711u), PCMA (G.711a), G.722 -

Multicast channels 20 -

Internal messages Max. 20 messages (max. recording capacity: 80 MB), 
supported file formats: WAV/MP3 -

Recorded audio Max. 2 min, 1 message -

Chime Preset tone x 5, editable tone x 2 -

Command sets 20 HTTP commands can be registered in each of 10 command sets -

Network I/F 100BASE-TX, Auto MDI/MDI-X, RJ-45 connector -

Network protocols TCP/IP, UDP, HTTP, RTP, RTSP, RTCP, ARP, ICMP, NTP, SIP (RFC3261) -

Microphone type Uni-directional electret condenser microphone Omni-directional electret condenser microphone

Monitor speaker Cone-type, volume adjustable, rated outout: 1 W -

Operation 5 operation keys, 3 function keys, 10 selction keys 1 push switch, momentary type

Display LCD, 255 x 160 dots with backlight -

AUX inputs 1 channel, unbalanced, line/mic selectable,
pad function (–20 dBV), volume adjustable, 3.5 mm mini jack -

Audio outputs - 1 channel, 200 Ω, volume adjustable, electronically-balanced

Control inputs 1 channel, no-voltage make contact input

Mute control inputs 1 channel, 24 V DC cut signal -

Control outputs 1 channel, open collector output 1 channel, no-voltage make contact output

Operating temperature 0 °C to +40 °C (32 °F to 122 °F) –20 °C to +55 °C (–4 °F to 131 °F)

Dimensions 224 x 47.2 x 136 mm (8.82" x 1.86" x 5.35") (W x H x D) 44.6 x 107 x 29 mm (1.76" x 4.21" x 1.14") (W x H x D)

Finish ABS resin, black Steel plate, ABS resin, white (RAL 9016 or equivalent)

Weight 630 g (1.39 lb) 170 g (0.37 lb)

IP Remote Microphone

Storage for prerecorded and manually recorded messages
System mute function to mute all IP-A1 series devices in the 

• Microphone incl. preamplifier
• Call button
• Indication LED
• 1 line audio output
• 1 control input and 1 control output
• Powered via phantom power

Microphone Panel
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IP-A1 Series

•	Convert SIP audio, ONVIF* audio, internal audio files  
or local audio source into multicast streaming

•	API for HTTP command reception
•	Transmission of entire sets of HTTP commands
•	Scheduler function
•	Audio file storage
•	System mute function to mute all IP-A1 series devices  

in the network
•	1 audio input (line/mic and phantom power selectable)
•	4 control inputs and 1 control output
•	PoE-powered

IP Paging Gateway

Specifications IP-A1PG
Power source PoE

Power consumption 2.5 W 

Audio codecs PCMU (G.711u), PCMA (G.711a), G.722 

Multicast channels 20 ports

Internal messages Max. 20 messages (Max. recording capacity: 80 MB), Supported file formats: WAV/MP3

Command sets 20 HTTP commands can be registered in each of 10 command sets

Network I/F 100BASE-TX, Auto MDI/MDI-X, RJ-45 connector 

Network protocols TCP/IP, UDP, HTTP, RTP, RTSP, RTCP, ARP, ICMP, IGMPv3, NTP, SIP (RFC3261) 

Audio inputs 1 channel, electronically-balanced, LINE/MIC selectable, pad function (–20 dBV), Phantom power ON/OFF (12 V DC), volume adjustable

Monitor outputs 1 channel, 600 Ω or less, electronically-balanced, RCA pin jack

Control inputs 4 channels, no-voltage make contact inputs

Mute control inputs 1 channel, 24 V DC cut signal

Control outputs 1 channel, open collector output

Operating temperature 0 °C to +40 °C (32 °F to 122 °F)

Dimensions 126 x 33 x 80 mm (4.96" x 1.3" x 3,15") (W x H x D) 

Finish Steel plate, black

Weight 390 g (0.86 lb)
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